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RESIDENTIAL BRICK PAVER DRIVE APRON STANDARD

MAX. CROSS SLOPE IS 2% FOR SIDEWALK
CONDITION OF THE SIDEWALK

OF BRICK PAVERS DEPENDING ON THE 
BE REPLACED PRIOR TO INSTALLATION

PUBLIC SIDEWALK MAY NEED TO

FROM PROPERTY LINE2’ 
DRIVEWAY SHALL REMAIN

THE EDGE OF APRON
DISTANCE OF 3’ FROM

SHALL REMAIN A MINIMUM
LIGHT POST & ETC.

FIRE HYDRANTS,

(TYPICAL)
2’ TO 3’ FLARE

BRICK PAVERS

APRON

SEE RESIDENTIAL DRIVEWAY/APRON BRICK PAVER SPECIFICATIONS FOR MORE INFORMATION.4.

MAXIMUM ALLOWABLE DRIVEWAY WIDTH OF 30’. THE MAXIMUM ALLOWABLE APRON WIDTH AT THE CURB IS 36’.
LOTS WITH STRUCTURES HAVING A TWO OR THREE CAR ATTACHED GARAGE DOOR OPENING SHALL HAVE A 

ALLOWABLE DRIVEWAY WIDTH OF 20’. THE MAXIMUM ALLOWABLE APRON WIDTH AT THE CURB IS 26’.
LOTS WITH STRUCTURES HAVING A SINGLE CAR ATTACHED GARAGE DOOR OPENING SHALL HAVE A MAXIMUM3.

HOLD HARMLESS AGREEMENT REQUIRED FOR BRICK PAVER APRONS.2.

STONE BASE IS REQUIRED TO BE A MINIMUM OF TWELVE INCHES (12") OF COMPACTED CA-6.1. NOTE:

MAXIMUM WIDTH - SEE NOTE #3

MINIMUM WIDTH - 10’

MAXIMUM WIDTH - SEE NOTE #3

MINIMUM WIDTH - 14’


