
FACE OF BUILDING

CAULK OPENING

SLEEVE AND 

3" AIR GAP

4" P.V.C. DRAIN  (SEE NOTE 1)

STORM SEWER STRUCTURE

EXISTING VILLAGE

PATCH HOLE WITH HYDRAULIC CEMENT

INSERT PVC A MAXIMUM 4" INTO STRUCTURE

CORE DRILL STORM STRUCTURE

1-1/2" SUMP PUMP DISCHARGE (TYP.)

LINES AND BE DIRECTED TO THE REAR SWALE.

LINE MUST TERMINATE A MINIMUM OF TEN (10) FEET FROM THE SIDE AND REAR PROPERTY

IN AREAS WHERE NO REAR YARD STORM SYSTEMS ARE PRESENT, A SUMP PUMP DISCHARGE4.

A VILLAGE BUILDING PERMIT IS REQUIRED FOR ANY INTERIOR PLUMBING WORK.3.

IN NO EVENT SHALL THE SUMP PUMP DISCHARGE INTO THE SANITARY SEWER SYSTEM.2.

INFORMATION.

SYSTEM.  SEE SUMP PUMP CONNECTION SPECIFICATIONS AND REQUIREMENTS FOR ADDITIONAL 

FOUR-INCH (4") DIAMETER PVC (SDR 26 OR 35) PIPE CAN BE CONNECTED TO VILLAGE STORM SEWER1.

NOTE:

VILLAGE OF ELK GROVE VILLAGE

SUMP PUMP DISCHARGE CONNECTION DETAIL


